








Hinged stanchions
fold away for
touch-and-go
helicopter operations;
the skylounge
has a relaxed feel

100 COVER STORY

upper terminus of the elevator. The aft deck area/heli-
copter pad is surrounded by stainless steel stanchions
that hinge down to accommodate landings and take-
offs. A ladder leading to the substantial signal mast
swings upward when not in use to lock against a door
set into the aft face of the mast, where it offers ready
access to antenna and electrical cabling within.

The swim platform and adjacent engineer’s space
are designed to serve as a functional base for active
watersports, especially SCUBA diving, underwater
photography and fishing, and should prove a popular
feature during the yacht’s planned exploration of South

Pacific islands. A freezer is recessed into the transom on the port side just below the Sanguinetti hydraulic
passerelle, and large lockers on either side of the main transom door conceal generous gear storage space. Just
below are a complete Brownie’s nitrox compressor and hanging lockers for dive suits and foul weather gear. The
centerpiece of the engine room, of course, is a pair of 1800-hp MTUs, in this case painted a bright Ferrari red (like
those of the original Primadonna), a nod to the owner’s passion for the legendary Italian automobile. Robert Emer-
son, who also served as project manager on the earlier Primadonna, is quick to credit the owner for the smooth
progress and timely completion of its successor. “He’s easy to work with and open to new ideas, but decisive in his
planning,” Emerson says, “so there were very few changes during the build.” Indeed, the finished yacht reveals an
admirable continuity in appearance and purpose, and clearly indicates that it has fulfilled its owners’ vision.
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LOA: 160’ 0”
Beam: 29’ 6”
Draft: 7’ 10”

Tonnage: 499 gross tons
Displacement

(full load):  835,000 lbs
Main engines: 2 X MTU 

2V4000 @ 1800 hp

Fuel capacity: 14,300 gal.
Water capacity: 3,600 gal.

Speed (maximum): 18 knots
Speed (cruise): 14 knots.

Range: +4,000 nm

Generators: 2 X 125 kW Kohler,
1 X 65 kW Kohler

Shore power converter:
Hyak integrated system 

Air conditioning:
CruiseAir 30 ton reverse cycle

Watermakers: 2 X Village Marine
@ 2,000 gpd

Stabilizers: Quantum
QC1800 Zero Speed

Bow thruster: American Bow
Thruster 100 hp electric

Steering system:
2 X Jastram with emergency

manual helm pump
Fuel separator:

Alfa Laval MAB-103
Sewage system: FAST Systems

MX-IS, IMO approved
Dive gear: Brownie’s

nitrox dive compressor

Radar: (1) Furuno X-band; (1)
Furuno S-band, both with ARPA

Gyrocompass: 
Anschutz Standard 22
Magnetic compass:

Delta Magnetic
Autopilot: Anschutz Pilotstar D

Depth sounder: (1) B&G; (1)
Furuno FCV1200BB Color Video

GPS: (2) Northstar
NS006061 with plotter

Ship’s computer: VEI
Electronic chart plotter: 

Transas NS3000 ECSi
with World Chart Folio

Night vision camera:
NVT model 5100 Thermal

Imaging Camera with Stabilizer

Classification/certification:
ABS +A1-AMS & MCA Unlimited Cruising

Naval architecture:
Christensen Shipyards

Exterior styling:
Christensen Shipyards

Interior design:
Carol Williamson & Associates

Builder: Christensen Shipyards (USA)

For information visit
www.christensenyachts.com

A recessed display panel allows
unrestricted forward visibility;

the MTUs are Ferrari red
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